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Product No. Tube O/D - Hose I/D A B C D E F G

PP251212W 3/8" - 3/8" 3/8" 0.39
[10.0]

0.59
[15.0]

1.96
[49.9]

0.87
[22.1]

0.98
[24.8]

0.25
[6.4]

PP251216W 3/8" - 1/2" 3/8" 0.52
[13.3]

0.71
[18.0]

1.96
[49.9]

0.87
[22.1]

0.98
[24.8]

0.25
[6.4]

PP251612W 1/2" - 3/8" 1/2" 0.39
[10.0]

0.71
[18.0]

2.14
[54.3]

1.04
[26.5]

0.98
[24.8]

0.25
[6.4]

PP251616W 1/2" - 1/2" 1/2" 0.52
[13.3]

0.71
[18.0]

2.14
[54.3]

1.04
[26.5]

0.98
[24.8]

0.38
[9.6]

DS-PP25

The John Guest range of Polypropylene Tube to Hose Stems have been developed to satisfy the needs of the water 
purification industry and have a greater resistance to chemicals than acetal products.

Data Sheet
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The company has  a policy of  continuous  research and  development and reserves the right to 
amend  without notice  the  specification  and design  of  all products illustrated. For details of 
Terms and Conditions and any  other technical enquiries, please contact our Customer Services 
Department on  01895 449233. Alternatively, call our Technical  Helpdesk on 01895 423333

The Copyright in this drawing and the products referred thereon belong to John Guest 
International Limited and  this  drawing nor  the information contained herein shall be 
produced in any form or used for any purpose without written consent © 2020

Tube to Hose Stems

Dimensions in Inches & [mm]

Polypropylene (Mineral Filled), WhiteBody

MaterialPart Description

Parts List

Water               
70°F  [20°C]                           150psi [10bar]                     
140°F  [60°C]                           60psi [4bar]
Minimum 33°F  [1°C]

Technical Information

Drinks Dispense
Potable Liquid




Working Pressures & Temperatures Applications
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